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Attending to the winder

02/19/182 R. Rameika | PD-SP Status



Moving on and off the winder to the process cart

02/19/183 R. Rameika | PD-SP Status



02/19/184 R. Rameika | PD-SP Status



Prepping : gluing boards and combs on the process cart

02/19/185 R. Rameika | PD-SP Status



02/19/186 R. Rameika | PD-SP Status



Waiting for glue to dry

02/19/187 R. Rameika | PD-SP Status



Measuring tensions

02/19/188 R. Rameika | PD-SP Status



Applying epoxy to boards

02/19/189 R. Rameika | PD-SP Status



02/19/1810 R. Rameika | PD-SP Status



Preparing boards

02/19/1811 R. Rameika | PD-SP Status



Weighing epoxy

02/19/1812 R. Rameika | PD-SP Status



Recording weights

02/19/1813 R. Rameika | PD-SP Status



Attaching boards

02/19/1814 R. Rameika | PD-SP Status



Lot’s of boards

02/19/1815 R. Rameika | PD-SP Status



02/19/1816 R. Rameika | PD-SP Status



02/19/1817 R. Rameika | PD-SP Status



QA/QC on boards

02/19/1818 R. Rameika | PD-SP Status



Building frames (PSL)

02/19/1819 R. Rameika | PD-SP Status


